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Components of the Cartesian mirror mechanism

A Arrangement of the struts
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A Joints

A Drives

A Mirror mount and cooling

HZB Helmholtz

Zentrum Berlin




A Degree of freedom? HZB......
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A Stroke?
A Step resolution?
A Acceptable error motions and cross talk?

A Acceptable modes of vibrations?
ca 16 bis 30 m
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Kinematic Couplings

friction ->reproducibility 1  Nin
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Die Lineartische der Serien M-IMS/M-ILS lassen
sich zu XYZ- Baugruppen mit hofier Steifigkeit
montieren und ermoglichen es damit, grofe Lasten
in drei Achsen zu positionieren.

Rotationstische der Serie RV konnen vertikal
an Verfahrtischen der Serie M-ILS montiert
werden und bieten hohe Genauigkeit zu
glinstigem Preis.

Die Lineartische der VP-Serie lassen sich zu
einem kompakten mehrachsigen Positionierer
kombinieren.

Diese Baugruppe aus Goniometern der Serie M-BGM
kann mit einer "Sphere of Confusion” von 200 um
ausgerichtet werden.

: e .. ;
X-Z-Baugruppen aus M-UTM-Tischien kinnen mit
einer Orthogonalitiit von +100 yrad ausgerichtet
werden und bieten Verstellwege bis 150 mm.

Die Lineartische der PM500-Serie kinnen mit einer

NG A ns Jegies

Rotationstische der Serie M-URM konnen bis auf
+20 um Achsversatz der Rotationsachsen ausgerichtet
werden.

Eine XY-Baugruppe mit Lineartischen der M-UTM-
Serie ist eine fostengiinstige Ldsung, wenn geringe
Lasten exakt positioniert werden sollen. Diese
Positionierer kinnen mit einer Orthogonalitit von
+50 prad ausgerichtet werden.

Lineartische der Serie M-PM500-11 114 M_PA=AN. 11/
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Accuracy of Commercial Linear Roller Bearings

Straightness of Travel in ym
over Stroke Length; Laterally

Flatness of Travel in pm
over Stroke Length; at Top

Parallelism in pm of Table Surfaces;
in Middle Position

Technical Information

All SCHNEEBERGER frictionless tables are @ @
manufactured as standard with the accura-
cies indicated in the tables. Measurement is
in the unloaded state on a flat surface. <® ‘
The tolerance figures in the tables are for —m _m_ {D_(L
single axis. ‘
Type L L
25-50 25-50
55-100 55-100
105-160 105-160 3
NK 165-310 165-310 4 20
315-510 315-510 4 4 25
Accuracy Straightness and Flatness Parallelism Height Tolerance

The tolerance for Straightness and Flatness
of travel is dependent on the various fric-
tionless table models, the size, the length
etc. This tolerance is shown above in chap-
ter 7.1.

Closer tolerances can be supplied on re-
quest.

The tolerances shown in the tables are
achieved by measuring the frictionless ta-
bles in the middle position. For this purpose
the frictionless tables are placed unloaded
on a flat surface.

The height tolerance is 0,1 mm.
On request, most types can be supplied in
matched pairs to 0,01 mm.

SCHNEEBERGER

LINEAR TECHNOLOGY
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Bohrung Maximaler Radialschlag (K;,)
d Toleranzklasse

Radiallager (auBer Kegelrollenlagern) Kegelrollenlager
Uber bis P5 SP P4A PASA PA9B UP P5 CLB
mm wm
= 18 ¥l e 1,@,3 TR
18 30 4 3 25 5 1,5 1.5 5 2,5
30 50 5 4 25 2,5 2 2 6 3,5
50 80 5 4 25 2.5 2 2 7l 3,5
80 120 6 5 2,5 2,5 - 3 8 3,5
120 150 8 6 4 5 - 3 11 4
150 180 8 6 6 5 - 3 11 4
180 250 10 8 7 5 - 4 13RS
250 315 13 i0 - - - 5 - -
315 400 17 12 - - - 6 - -
400 500 19 12. = - - 7 - -
500 630 22 16 & = — - 8 - -




Stacks of Singel Axis Stages

advantages disadvantages

A modular A sequential combination

A large stroke .
9 friction
limit of accuracy 1 nm

random error motions

o Io Do I

airbearings: expensive

and space cunsuming
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